
OS-DG18/ OSS-DG18/ OST-DG18

PHOTOMETRIC CURVES Beam Angle 30⁰

s RoHS

 

 

  

  

Model Code OS-DG18/ OSS-DG18/ OST-DG18

Power 18W

Efficiency 90lm/W (4000K)

Input Voltage 85-265VAC

Size Ø125xH236mm

Body Color Grey

LED Source CREE (USA) 

CRI 80

Beam Angle 5⁰/ 10⁰/ 15⁰/ 30⁰/ 45⁰

CCT 2700K/ 3000K/ 4000K/ 5700K/ 
Color

Lumen 1500lm(W), 1620lm(N/C)

Life time Min 30.000h

IP IP65

SPECIFICATION

Outdoor Spot lights
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UNIT:cd
C0/180 29.9¡ã
C90/270 30.1¡ã

AVERAGE BEAM
 
ANGLE(50%):30.0 DEG
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1.00m
53.36cm3440.38lx 5095.90lx

2.00m
106.71cm860.10lx 1273.97lx

3.00m
160.07cm382.26lx 566.21lx

3.50m
186.74cm280.85lx 415.99lx

6.00m
320.13cm95.57lx 141.55lx

Height AVR E CENTER E Diameter

Angle:29.9deg



PACKING

INSTALLATION INSTRUCTIONS

Power Package size Quantity/Cartons Carton size

18W L295xW190xH170mm 5 L540xW360xH310mm
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1. Mark, drill mounting holes according to the screw bits  

  - Need to activate the warranty before use. If not activated, the applicable time is the factory time

Note:

see the label on the wire to
supply the correct operating
voltage for the lamp
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 in the lamp bracket.

2. Attach  and screw on to make it into position

3. Adjust the lighting direction as you like

4. Connect the power lead to mains supply

5. Wrap electrical tape correctly, make sure water can't get inside

- Disconnect the power supply before connecting the power
           - Housing material is Aluminum, do not install near sea water or high acidity environment

Electrical tape

Lamp wire Power supply wire Wrap electrical tape correctly


